ECO Adhesive

SELF-ADHESIVE VINYL TILES

> Home

> Offices

> Education

> Retail

> Show

> Public building

@ Topflor|

The ultimate flooring
The ultimate performance



Adhesive

Szo: 18"x18" (45.7cm x 45.7cm)
Thickness: 2.0mm

' . -y .- 3 . v - “
A A X .. o ey
Y% Sy AL .
] N e < Sl
- A » < - . » “ .
'y WA - ) [ . g - .
Al 4 ' . Wy y s
by % TP v
: o A A S 1 . -
S & "
s b s | . vy u 3

a s Ja At »
" i - - L ¥

r . ‘- L <
. % 3 : . ’ .

& . y A N “ .

. ’ v h ~ "
. - » » ’ -,

4 h { ' i s " Y
I TR 'y, "™
- - . . w .’
v ¥ Re & A v
a4 b AR WAL - [ -
’ N 4R 4 a ¥
’ v/ h vy : RS L
’ i .
. s o bt ‘ 'y . <~ )
' | » - L3l A} b
» . ", . » o
W é . i
11 X ’ ’ . . AV y r Xy
N ot ‘. 'y a y N . s
o~ ) ‘ . » ¥ 'y
Y yata 2 A NS
“ b, s "
PN ? A P ‘ . .

. \ » " y

Mg LY Py AT *y . . b o
. o % Py o " g
N ‘ & L

. N, & i . Y
| B 3’ \ L - a? ]

Ly - . Pw P / . )
N . . " s LldL .
SA-2026

; " i

okl o

u

—S ey o ror
'w.' ,ll {{- o
’o ¥

r

,'." )

e ol s .

SA -2027

SA-2031




Sze: 187187 (45.7cm x 45.7cm)

Thickness. 2.0mm

Adhesive

AL S r_....f.r e LS atiA L
Cet it JUEI Y LB

- et AL s.f-c.f..zr. .ﬂq.rn

yié4g WPl Ayl e wvn\rm.
Yoo le S LIV 4-.&.;&»‘4!

2 sl ediad; T.qx;«ﬂ.: {3IALAT
i Ve iy g fof LA S E 4%

\\,
a:_r._.t..p:*h ¢€:-V»f- W.p&\\.

_’\, l_\\ nnh. ey
W\ ,uﬂ Lo gL "lﬂn.‘.w‘ﬁ ‘f“ﬁﬂ”h‘l*‘ﬁ

l}\ hnrgd‘.‘\-‘ rf ”o\- “\fd“t‘ .‘ﬂ\\ﬂ“tt‘d?‘

lcl.m.,. f« O - ~rl..r
L4 Fyt ﬂ\‘p&\. L o

-
\. - .\. . -

Ll

(LR \ LR

e s

...,...
......r».?\% »#Js....

"1 4
\..p. _.o.l...' )’\ﬁnr

b-wl\\fdiai - Tl
ﬂ.. h...p




Adhesive Al

SA -2004

SA-2005



-
Adhesive e e
Thickness: 2.0mm
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Adhesive A
Thickness: 2.0mm
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PRODUCT STRUCTURE

Durable and economical vinyl tile

= Realistic look of wood or tile flooring
= High-durability vinyl is stain and scuff resistant
= Low maintenance, no buffing or polishing needed

= Simple peel and stick installation

1. Surface embossing
2. Transparent wear layer
3. High definition printing layer

4. Unique composite sturcture

5. Pressure-sensitive adhesive backing

SURFACE AND BOTTOM

Surface

Bottom

Offices Stores & Shops Gy Dance Housing Education Healthcare Aged Care



TECHNICAL INFORMATION

Installation Guide

+ The subfloor surfaces must be level, flat, clean, dry, smooth, and free of movement. All surface imperfections
should be filled and sanded with a portland cement-based latex patching compound.

+ Room temperature must be maintained at 18 C or higer before and during installation.

+ The flooring must be allowed to acclimate in the room to be installed for a minimum of 24 hours and be
stacked flat on the floor to avoid bending the floor.

* Prior to installation, please ensure that both color and lot # are the same.

Maintenance

« Regularly sweep floor to remove sand and grit that can scratch floor.
« For best results, use only water with a mop. Avoid flooding the floor with too much water.
« For heavily soiled areas, use a neutral ph balanced floor cleaner.

* Use caution when lifting boxes.
« Promptly remove any standing water to avoid slippage.

« Keep Wood Collection on the flat surface to keep it from warping.

Size & Packing

Size Thickness I BOX / BOX
Plank  15.2cmx91.4cm 6"x36" 2.0mm 36pcs 5.02m?
Tile 45.7cmx45.7cm 18"x18" 2.0mm 30pcs 6.27m?

Technical Data

Classification Standard Wood 2.0 Stone 2.0 Carpet 2.0
Total thickness EN 428 2.0mm 2.0mm 2.0mm
Wear layer thickness EN 429 0.1mm 0.1mm 0.1mm
Total weight EN 430 3450g/m2 3450g/m2 3450g/m2
Classification EN 685 22 22 22
Reaction to fire EN 13501-1 Bfi-s1 Bf-s1 Bfi-s1
Electrical properties EN 1815 <2kV <2kV <2kV
Slip resistance DIN 51130 R9-R10 R9-R10 R9-R10
Curl resultant to heat EN 434 <2mm <2mm $2mm
Residual indentation EN 433 $0.05mm $0.05mm $0.05mm
Impact sound reduction ENISO 717-2 4dB 4dB 4dB
Castor chair EN 425 No damage No damage No damage
Thermal resistance EN ISO 12524 0.25W/(m.K) 0.25W/(m.K) 0.25W/(m.K)
Light fastness EN ISO 105-B02 26 26 26
Chemical resistance EN 423 Good Good Good
EE ZARKMG EN 14041 77 N @




